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Date: January 28, 1994

1. Tht~ 'tow vehicle shall be warmed to achieve an intell'l)r temperature of at least 5 C (40 F) before
staJ1ing the system processor and computer, in order to conform to the 5 C to 40 C (40 F to 105

F) aJnbient temperawre range of the electronics.

2. For l:esting temperatures near or below -10 C (15 I.~I, the lower bound of the normaJ operating
rangl~ for the FWD components, the hydraulic fluid i:1 to be replaced with a lighter weight fluid.
Ac(;eptable fluids include: AMSOIL synthetic, SHELL Tellus SAEI0, or KENDALL SAEI0.
Thf~ I:oncurrence of Dynatest is to be obtained before using fluids not specifically named herein.

ThE~ lighter weight hydraulic fluid is nQt to be use<l year-round, as the thinner fluid will allow
faste:r operation of the falling weight assembly, which can cause the catch to come in contact with
the tt)P flange on the falling weight assembly. caus u'Ig damage to the catch, and/or destruction
of th~ catch piston flange after a short period of o(:eration.

The oct;urrence of problems or unusual data (e.g. wzerl)" deflection conditions) which appear to be
attributal>le to cold weadter/frozen pavement conditions shall be promptly reported to the RCOC
engineer in charge of deflection testing, and the L TPP r)ivision Office.
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